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Technical Data Sheet

DESCRIPTION

AREAS OF USE

For all washable, household surfaces; especially in sanitary areas, saunas and swimming 
pools! Suitable for ceramic surfaces and surface joints, silicone grouting, walls, ceilings, 
masonry, glass, wood and plastic.

DIRECTIONS FOR USE

Do not pre-treat affected surfaces. Spray the product at a distance of approx. 5–10 cm 
thoroughly and over the entire surface area. Allow to work in for 15 minutes and then rinse 
off with plenty of water. Important: Test first on an inconspicuous site for surface compatibil-
ity before performing the treatment. Discoloration may occur in tiles with damaged glazing. 
Do not spray onto plants, textiles and metals. Protect the skin, clothing and surrounding 
areas from splashing during use. Product has a bleaching action! Store pack upright in a 
cool and dark place and during transportation.

TECHNICAL INFORMATION

Property Value

Density 1,12 g/ml

pH ≈ 13.0-13.5

Colour Transparent liquid

Smell Characteristic

Powerfully and lastingly destroys all kinds of mould. Perma-
nently eliminates fungi, mould stains and bacteria. Bleaches, 
disinfects and protects. With immediate effect. For all wash-
able surfaces in residential buildings; particulary in the sani-
tary area, sauna and swimming pool.

EFFECT

Powerful and sustainable action kills all mould. Permanently 
removes fungus formation, mould stains and bacteria. Has 
bleaching, disinfectant and preventive actions. With imme-
diate action!
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PACKAGING & CONSUMPTION

Supplied in 750ml Spray Bottle (6units/box).
One bottle of 750 ml is sufficient to treat an area of 10–15 m².

HAZARD STATEMENTS

May be corrosive to metals. Causes severe skin burns and eye damage. Very toxic to 
aquatic life with long lasting effects.

SAFETY INSTRUCTIONS

If medical advice is needed, have product con-tainer or label at hand. Keep out of reach 
of children. Read label before use. Do not breathe spray. IF ON SKIN (or hair): Remove/ 
Take off immediately all contaminated clothing. Rinse skin with water/ shower. IF IN EYES: 
Rinse cautiously with water for several minutes. Remove contact lenses, if present and 
easy to do. Continue rinsing. Immediately call a POISON CENTER or doctor. Store locked 
up. Dispose of contents/container in accordance with local/ regional/ national/ international 
regulations.

ADDITIONAL SPECIFICATIONS

Warning! Do not use together with other products. May release dangerous gases (chlorine).
Product contains: sodium hypochlorite solution.
Use biocides safely. Always read the label and product information before use.

NOTE

All products should be sold in accordance with the manufacturer’s instructions. The man-
ufacturer cannot be held responsible where conditions of use are beyond our control. Full 
information and advice is freely available from our Technical Services Department e‐mail 
technical@arcbuildingproducts.ie. Whilst any information contained herein is to the best of 
our knowledge true and accurate, no warranty is given or implied in connection with any 
recommendations or suggestions made by us, our representatives, agents, or distributors, 
as the conditions of use and any labour involved are beyond our control. Our warranty is 
therefore limited to the quality of supplied product.


